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Instruction manual Page 1~14
To obtain the best performance and ensure years of trouble free use, please read this instruction manual completely.

Manuel d’instructions Page 15~30
Pour obtenir des performances optimales vous garantissant plusieurs années d'utilisation en toute tranquillité, lisez intégralement
ce manuel d'instructions.

This document is subject to change without notification.
Ce document est sujet & modification sans préavis.
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Important Notice

Johnson Controls-Hitachi Air Conditioning North America LLC pursues a policy of continuing improvement in
design and performance in its products. As such, Johnson Controls-Hitachi Air Conditioning North America LLC.
reserves the right to make changes at any time without prior notice.

Johnson Controls-Hitachi Air Conditioning North America LLC cannot anticipate every possible circumstance
that might involve a potential hazard.

This inverter air conditioning unit is designed for standard air conditioning applications only. Do not use this unit
for anything other than the purposes for which it was intended.

The installer and system specialist shall safeguard against leakage in accordance with local codes. The following
standards may be applicable, if local regulations are not available. International Organization for Standardization:
(ISO 5149 or European Standard, EN 378). No part of this manual may be reproduced in any way without the
expressed written consent of Johnson Controls-Hitachi Air Conditioning North America LLC.

This air conditioning unit will be operated and serviced in the United States of America and comes with a full
complement of the appropriate Safety, Danger, and Caution, Warnings.

If you have questions, please contact your distributor or contractor.

This manual provides common descriptions, basic and advanced information to maintain and service this air
conditioning unit which you operate as well for other models.

This air conditioning unit has been designed for a specific temperature range. For optimum performance and
long life, operate this unit within the range limits.

This manual should be considered as a permanent part of the air conditioning equipment and should remain with
the air conditioning equipment.

Product Inspection upon Arrival

1.

Upon receiving this product, inspect it for any damages incurred in transit. Claims for damage, either apparent
or concealed, should be filed immediately with the shipping company.

. Check the model number, electrical characteristics (power supply, voltage, and frequency rating), and any

accessories to determine if they agree with the purchase order.

. The standard utilization for this unit is explained in these instructions. Use of this equipment for purposes other

than what it designed for is not recommended.

. Please contact your local agent or contractor as any issues involving installation, performance, or maintenance

arise. Liability does not cover defects originating from unauthorized modifications performed by a customer
without the written consent of Johnson Controls-Hitachi Air Conditioning North America LLC Performing any
mechanical alterations on this product without the consent of the manufacturer will render your warranty null and
void.

California Proposition 65

Proposition 65: This product contains chemicals known to the state of California to

A WARNING cause cancer, birth defects, and other reproductive harm. For more information, go

to www.P65Warnings.ca.gov




SAFETY PRECAUTION

o Please read the “Safety Precaution” carefully before operating the unit to ensure correct usage of the unit.

o To prevent personal injury or property damage, read this section carefully before you use this product, and be sure to
comply with the following safety precautions. Incorrect operation due to failure to follow the instructions may cause harm or
damage, the seriousness of which is classified as follows:

A WARNING A CAUTION

This mark warns of death or serious injury. This mark warns of injury or damage to property.

® This mark denotes an action that is PROHIBITED.

0 This mark denotes an action that is COMPULSORY.

® Please keep this manual after reading.

oz-z3>= P

@ Do not use any conductor as fuse wire, this could cause fatal accident.
o During thunder storm, disconnect and turn off the circuit breaker.

Please use ground wiring.

Connect the power supply and the ground wiring to the terminals in the electrical box.
Ground wiring must be securely connected.

Use a GFCI (Ground Fault Circuit Interrupter).

Failure to use a GFCI can result in electric shock or fire.

Be sure to use the specified piping set for R410A. Otherwise, this may result in broken copper pipes
or faults.

Should abnormal situation arises (like burning smell), please stop operating the unit and turn off the circuit
breaker. Contact your agent. Fault, short circuit or fire may occur if you continue to operate the unit under
abnormal situation.

Please contact your agent for maintenance. Improper self maintenance may cause electric shock and fire.
Please contact your agent if you need to remove and reinstall the unit. Electric shock or fire may occur if
you remove and reinstall the unit yourself improperly.

If the supply cord is damaged, it must be replaced by the special cord obtainable at authorized service/
parts centers.

Do not insert a finger, a rod or other objects into the air outlet or inlet. As the fan is rotating at a high
speed, it will cause injury. Before cleaning, be sure to stop the operation and turn the breaker OFF.

Do not reconstruct the unit.

Water leakage, fault, short circuit or fire may occur if you reconstruct the unit by yourself.
Please ask your sales agent or qualified technician for the installation of your unit. Water
leakage, short circuit or fire may occur if you install the unit by yourself.

Spray cans and other combustibles should not be located within a meter 3.28ft(1m) of
the air outlets of both indoor and outdoor units. ®
As a spray can’s internal pressure can be increased by hot air, a rupture may result.
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UTION

A circuit breaker should be installed depending on the mounting site of the unit. Without a circuit breaker,
the danger of electric shock exists.

Do not install near location where there is flammable gas. The outdoor unit may catch fire if flammable
gas leaks around it.

Please ensure a smooth flow of condensate when installing the condensate hose.
Do not install the indoor unit in a machine shop or kitchen where vapor from oil or its mist flows to the

indoor unit. The oil will deposit on the heat exchanger, thereby reducing the indoor unit performance
and may deform and in the worst case, break the plastic parts of the indoor unit.
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PRECAUTIONS DURING OPERATION

e The product shall be operated under the manufacturer specification and C‘:_ZD@

not for any other intended use.

o Do not attempt to operate the unit with wet hands, this could cause fatal

accident.
)
o When operating the unit with burning equipments, regularly ventilate the (1] ;\16
room to avoid insufficient oxygen. /\4L

e Do not direct the cool air coming out from the air-conditioner panel to face
household heating apparatus as this may affect the working of apparatus
such as the electric kettle, oven etc.

e Please ensure that outdoor mounting frame is always stable, firm and “a /Oo\ <
without defect. If not, the outdoor unit may collapse and cause danger. i,
2y,
2 W\
i z Y/ ( e Do not splash or direct water to the body of the unit when cleaning it as
aSUv this may cause short circuit.

o Do not use any aerosol or hair sprays near the indoor unit. This chemical
can adhere on heat exchanger fin and block the flow of condensate to the
condensate pan. Condensate might drip on the fan and cause droplets to
occasionally drip from the indoor unit.

0 e Please switch off the unit and turn off the circuit breaker during cleaning,
the high-speed fan inside the unit may cause danger.

Zo—4d4c>»0 >>

e Turn off the circuit breaker if the unit is not to be operated for a long period. 0 %

e Do not climb on the outdoor unit or put objects on it.

e Do not put water container (like vase) on the indoor unit to avoid water
dripping into the unit. Dripping water will damage the insulator inside the
unit and cause a short circuit.

Ve e Do not place plants directly under the air flow as it is bad for the plants.

o When operating the unit with the door and windows opened, (the room humidity is always
above 80%) and with the louver facing down or moving automatically for a long period of time,
condensate will condense on the louver and drips down occasionally. This will wet your furniture.
Therefore, do not operate under such condition for a long time.

e If the amount of heat in the room is above the cooling or heating capability of the unit (for
example: more people entering the room, using heating equipments and etc.), the preset room
temperature cannot be achieved.

e This appliance can be used by children aged from 8 years and above and persons with reduced
physical, sensory or mental capabilities or lack of experience and knowledge if they have been
given supervision or instruction concerning use of the appliance in a safe way and understand
the hazards involved.

Children shall not play with the appliance. Cleaning and user maintenance shall not be made
by children without supervision.
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NAMES AND FUNCTIONS OF EACH PART

INDOOR UNIT

Pre-filter
To prevent dust from coming into the indoor unit.

ENGLISH

Front panel

Indoor unit indicators
LED light shows the operating mode.

('MODEL NAME AND DIMENSIONS )

Horizontal deflector ® Vertical deflector
(Air Outlet)

/ Remote controller
B Send out operation signal to the indoor unit. So as to

operate the whole unit.
Please refer to the Remote Manual provided for
functions and operation details.

( MODEL

WIDTH in(mm) HEIGHT in(mm) DEPTH in(mm)w

t RAS-PH18PHLAE/RAS-PH24PHLAE

43-5/16”(1100) 11-13/16"(300) 10-15/64"(260) J




INDOOR UNIT INDICATORS

Temporary

Switch, ©
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OPERATION INDICATOR

TEMPORARY SWITCH

OPERATION LED

This LED lights during operation.

The OPERATION LED flashes/dimming in the following

cases during heating.

(1) During preheating
For about 2-3 minutes after starting up.

(2) During defrosting
Defrosting is performed about once every one hour
when frost forms on the heat exchanger of the outdoor
unit, for 5-~10 minutes each time.

TIMER LED
This LED lights up when the timer is working.

FROST WASH LED

This LED lights when the Frost Wash function is in operation.
If the auto Frost Wash function is canceled and operation
is stopped, when the device is operated for a total of about
42 hours, the Frost Wash LED blinks to indicate that it is
time to operate the manual Frost Wash function.

(not applicable for Multi split connection)

AIR SLEEP SENSOR

Temporary

Switch @

Temporar
Stth A

Use this switch to start and stop when the remote controller does not work. [Use non-conductor stick (example

toothpick)]

o By pressing the temporary switch, the operation is done in automatic operation mode.

e When the operation is done using the temporary switch after the power source is turned off and turn on

again, the operation is done in automatic mode.



THE IDEAL WAYS OF OPERATION

Suitable Room Temperature

A Warning

Freezing temperature
is bad for health and a
waste of electric power.

Install curtain or blinds
—” It is possible
\\ Y

to reduce heat
entering the
room through

windows.
IR
_ / _ /
Ventilation Effective Usage Of Timer
. At night, please use the “OFF or ON timer
A Caution or SLEEP timer operation mode”, together

Do not close the room for a long period of
time. Occasionally open the door and windows
to allow the
entrance of
fresh air.

with your wake up time in the morning. This
will enable you to enjoy a comfortable room
temperature. Please use the timer effectively.

Do Not Forget To Clean The Pre-Filter

Dusty air filter will reduce the air volume and
the cooling efficiency. To prevent from wasting
electric energy, please clean the filter every
2 weeks.

Please Adjust Suitable Temperature
For Baby And Children

Please pay attention to the room temperature
and air flow direction when operating the unit
for baby, children and old folks who have
difficulty in movement.
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FOR USER’S INFORMATION

The Air Conditioner And The Heat Source In The Room

A Caution LS
If the amount of heat in the room is above the cooling {’:} (4
capability of the air conditioner (for example: more §’) ¢

people entering the room, using heating equipments

and etc.), the preset room temperature cannot be ad

achieved.

Not Operating For A Long Time

When the indoor unit is not to be used for a long
period of time, please switch off the power from
the main unit. If the power from main unit remains
“ON”, the indoor unit still consumes about 3W in the
operation control circuit even if it is in “OFF” mode.

When Lightning Occurs

A Warning

To protect the whole unit during lightning, please %
stop operating the unit. \/\/\/\\/\

Interference From Electrical Products

. )~ =
A Cautlon - Inverter-type
To avoid noise interference, please place the indoor Tmpcent
unit and its remote controller at least 3.28ft (1m)

away from electrical products. To prevent

interference,
place at least

3.28ft(1m) away.




ATTACHING THE AIR PURIFYING FILTERS

@ Open the front panel
® Pull up the front panel by holding it at both sides with

both hands.

@ Remove the Pre-filter
® Push upward to release the clasps and pull out the

Pre-filter.

@ Attaching the air purifying filters

® Attach the air purifying filters to the frame by gently

compress its both sides and release after insertion
into Pre-filter frame.

A CAUTION

Do not bend the air purifying
filter as it may cause damage to
the structure.

Please do not smell direct from
source of filter.

@ Attach the Pre-filters
o Attach the Pre-filters by ensuring that the surface

written “FRONT” is facing front.
® After attaching the Pre-filters, push the front panel at
three arrow portions as shown in figure and close it.

@ In case of removing the air purifying filters, please follow the above procedures.

® The cooling capacity is slightly weakened and the cooling speed becomes slower when the air purifying
filters are used. So, set the fan speed to "HIGH" when using it in this condition.

® The air purifying filters are not washable. It is recommended to use vacuum to clean. It can be used
for 1 year. Type number for this air purifying filter is <SPX-CFH22AC25>. Please use this number for
ordering when you want to renew it. Part can be purchased from an authorized service parts centers.
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MAINTENANCE

A CAUTION

Cleaning and maintenance must be carried out only by qualified service personnel. Before cleaning, stop
operation and switch off the power supply.

-
1. PRE-FILTER HH

Please clean the Pre-filter once about every two weeks. By doing so, the power rates are saved. In case
the Pre-filter is full of dust, the air flow will decrease and the cooling capacity will be reduced. Further,
noise may occur. Be sure to clean the Pre-filter following the procedure below.

PROCEDURE

@ Open the front panel and remove the Pre-filter
® Gently lift and remove the air purifying filters
from the air purifying filter frame.

@ Vacuum dust from the Pre-filter and air purifying
filter using vacuum cleaner. If there is too much

dust, wipe the filter with wet clotch or sponge.
Allow filters to dry in shade.

@ ® Re-insert the air purifying filter to the filter frame.
Set the Pre-filter with “FRONT” mark facing front,
and slot them into the original state.
® After attaching the Pre-filters, push the front
panel at three arrow portions as shown in
figure and close it.

NOTE:

o Air purifying filter should be cleaned every month or sooner if noticeable loading occurs. When used
overtime, it may lose its deodorizing function. For maximum performance, it is recommended to replace
it every 1 year depending on application requirements.

. J

A CAUTION

® Do not operate the air conditioner without Pre-filter. Dust may enter the air conditioner and fault may
occeur.

® Do not wash with hot water at more than 104°F(40°C). The Pre-filters may shrink.

® When washing it, shake off moisture completely and dry it in the shade; do not expose it directly to
the sun. The Pre-filters may shrink.

® Do not use detergent on the Pre-filter as some detergent may deteriorate the Pre-filter electrostatic
performance.
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(2. CLEANING OF FRONT PANEL

® Remove the front panel and wash with clean water.
Wash it with a soft sponge.
After using mild detergent, wash thoroughly with clean
water.

® When front panel is not removed, wipe it with a soft
dry cloth. Wipe the remote controller thoroughly with a
soft dry cloth.

® Wipe the water thoroughly.
If water remains at LEDs or signal receiver of indoor
unit, it causes trouble.

Method of removing the front panel.
Be sure to hold the front panel with both hands to
detach and reattach it.

( Removing the Front Panel ) C Reattaching the Front Panel )

e When the front panel is fully opened with both e Move the projections of the left and right arms
hands, push the right arm to the outside to into the Flanges in the unit and securely insert
release it, and while closing the front panel them into the holes.
slightly, pull it out forward.

A CAUTION

o Never use hot water (above 104°F(40°C)), benzine, gasoline, acid,
thinner or a brush, because they will damage the plastic surface and
the coating.

- 11 -
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A CAUTION

® Please use ground wiring.
Do not place the ground wiring near water or gas pipes, lightning-conductor, or the ground
wiring of telephone. Improper installation of ground wiring may cause electric shock.

® A circuit breaker should be installed depending on the mounting site of the unit. Without a circuit
breaker, the danger of electric shock exists.

IMPORTANT

The wires in this mains lead are coloured in accordance with the following code:
Green-and-yellow : Earth/Ground
White : Neutral
Black . Line

As the colours of the wires in the mains lead of this appliance may not correspond with the coloured
markings identifying the terminals in your plug, proceed as follows:

The wire which is coloured green-and-yellow must be connected to the terminal in the plug which is marked
with the letter E or by the earth symbol (D) or coloured green or green-and-yellow.

The wire which is coloured white must be connected to the terminal which is marked with the letter N or
coloured black.

The wire which is coloured black must be connected to the terminal which is marked with the letter L or
coloured red.

NOTE
If the supply cord is damaged, it must be replaced with the new cord obtainable at authorized service
parts centers.

A CAUTION

Cleaning and maintenance must be carried out only by qualified service personnel. Before cleaning, stop
operation and switch off the power supply.

REGULAR INSPECTION

PLEASE CHECK THE FOLLOWING POINTS BY QUALIFIED SERVICE PERSONNEL EITHER
EVERY HALF YEARLY OR YEARLY. CONTACT YOUR SALES AGENT OR SERVICE SHOP.

e ] R
1 ’ Is the ground wiring disconnected or broken?
/¥ °
N Is the mounting frame seriously affected by rust and is the
2 ‘ ~ outdoor unit tilted or unstable?
- J
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Instruction manual Page 1~14
To obtain the best performance and ensure years of trouble free use, please read this instruction manual completely.

Manuel d’instructions Page 15~30
Pour obtenir des performances optimales vous garantissant plusieurs années d'utilisation en toute tranquillité, lisez intégralement
ce manuel d'instructions.

This document is subject to change without notification.
Ce document est sujet @ modification sans préavis.
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